‘”ﬁfq Liquid Crystal Modules/Laser Diodes

Graphic Modules

Standard Operating Temp 0-50°C Includes LED Backlight View Angle i3 6:00
Standard Storage Termg -20-70°C Crriving Method is STH Transfleclive

Lumez Part Mumber Ovarail Sire wiBacklight Wiewing Az Character Slze Pieel Siza Fig.
LCAA-5 120 A5G 5 BAOOE 44005 1270 6050 x 1650 122 % 32 040 = 045 G5
LG 170546 5F 9300 % 7000 % 1270 T2 040 = 4000 125 2 64 048048 B ;-5.“_
LCM-53 32024 0GWFB-C° TEF 10 x 10900 x 10,10 122,00 & §Z.00 320 % 240 033 =03 b7

“Fuid Type s FSTN Transtactve

o, ¢ T e e RS RS
FlI&E. 65 FiG. 66 FilG. 67
QED-LDVES001E L ! 650 20 35 22 2 m |
(EQ-LOHBS00ZE 20 | G50 25 BD 22 ) m |
OED-LOCTIONNER | 10 1310 12— 1.2 2 |15 |72 HG.
QED-LOCYS001ER 5 1550 B — 1.2 2 i[v] T2
FlG. 72
' Active | Debection | Rise
Lumez Reverss | Forward Ama | Range | Aespon- | Colol | Fall
Parl Mumber Voitage | Carrent | Dia [Tyml giwily | Fraguengy | Time | Fig.
Detectors
QED-PROTIGTEG-B | 250Y) 2imA)  [TH(um]| 13800nm] | 0.80[AW)| 2.00GHE) EE.Eu n:i 7
FIG. 73
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