
12 All products can be custom modified to your specifications.For full dimensional information, see our Web site at www.budind.com.

Bud’s Double Racks offer the ideal solution when full, natural 
ventilation and a strong four-point mounting system is required, 
but without the need for the security offered by a full cabinet 
rack. Offered in the standard 84˝ height and in three commonly 
used depths.

DESIGN FEATURES
• Lightweight but sturdy, aluminum and steel construction
• Standard 19˝ × 77˝ (44U) panel space with #12-24 tapped mounting holes
• Standard 84˝ overall height and 20.25˝ overall width
• Choice of three depths of 24˝, 30˝, or 36˝
• Shipped knocked down in one carton; easily assembled with one 5/8˝ wrench
• Sturdy, solid four-point mounting for heavy networking equipment
• Dual mounting surfaces and choices in depth provide numerous 

mounting possibilities
• Unique depth extenders provide for wiring ladder and/or cableway mounting
• Can be mounted to the floor for additional sturdiness and security
• Meets EIA-310 standards
• 1100# equipment load capacity

FINISH
• Black Textured (BT). Other finishes available upon request.

ACCESSORIES
• See pages 14–26.

BONUS FEATURES

• Optional Adjusting Panel Mounting Rails provide depth adjustability across full 
panel height

• Optional Adjusting Brackets are ideal for those one or two pieces of 
equipment that are shallower than others in your rack, providing mounts up to 
8.00˝ from mounting rail

• Optional Adjustable Shelf – 200# weight load limit
• Can be joined into multiple bay configurations with optional Add-A-Rack kit
• Accepts most other standard Bud accessories

Optional 
adjustable shelf

OPEN RACKS

DOUBLE RACK

ORDERING INFORMATION

Catalog No. Panel Space
Overall Dimensions 

H × W × D
Weight 

Lbs.

DR-8092 19.00˝ × 77.00˝ 84.00˝ × 20.25˝ × 24.00˝ 54

DR-8093 19.00˝ × 77.00˝ 84.00˝ × 20.25˝ × 30.00˝ 56

DR-8094 19.00˝ × 77.00˝ 84.00˝ × 20.25˝ × 36.00˝ 59

OPTIONAL ACCESSORIES

Catalog No. Description
Weight  

Lbs.

SH-8096 Adjustable Shelf, 19.00˝ panel width × 3.5˝ (2-U) high 18.6

PMR-8088 Adjustable Mounting Rail, 75.25˝ (43-U) 13.0

AB-8089 Adjusting Brackets, 1.75˝ × 8.00˝ 1.2

HW-8097 Add-A-Rack Hardware Kit 0.3

Optional Adjustable  
Mounting Rails

Optional Adjusting Brackets

For full dimensional information, see our Web site at www.budind.com.
OPEN RACK ASSEMBLY

SERVER RACK ASSEMBLY


