## pVP Series Anti-vandal Switch Socket



Applications / Markets


RoHS

## Features \& Benefits

- PVP3 both solder lug and wired socket are compatible with PV3 Series switches featuring SPDT, DPDT, non illuminated, or LED illuminated options
- PVP4 both solder lug and wired socket are compatible with PV4 Series switches featuring SPDT, DPDT, non illuminated, or LED illuminated options
- PVP7 both solder lug and wired socket are compatible with PV7 Series switches featuring DPDT non illuminated, or LED illuminated options
- PVP8 wired socket is compatible with PV8, PV9, and PV10 Series switches featuring SPDT, DPDT, non illuminated, or LED illuminated options
- Wire, 22 AWG AWM UL1007
- Wire length 140.0 [ 5.5 in ]


## Part Number Configurator




> DPDT ILLUMINATED OPTION SHOWN

LED (+) AND (-) TERMINALS ARE NOT INCLUDED ON THE NON-ILLUMINATED OPTION

TERMINALS 4, 5, AND 6 ARE NOT ON THE SPDT VERSION

CIRCUIT S IS SPDT CIRCUIT D IS DPDT

## pVP SERIES ANTI-VANDAL SwITCH SOcKET

## PVP3 WIRED

 SOCKET| ADAPTER | WIRE | LENGTH |
| :---: | :--- | :---: |
| SW1-1 | WIRE, 22 AWG AWM UL1007, YELLOW | $140.0[5.5 \mathrm{in}]$ |
| SW1-2 | WIRE, 22 AWG AWM UL1007, BLUE | $140.0[5.5 \mathrm{in}]$ |
| SW1-3 | WIRE, 22 AWG AWM UL1007, GREEN | $140.0[5.5 \mathrm{in}]$ |
| SW1-4 | WIRE, 22 AWG AWM UL1007, PURPLE | $140.0[5.5 \mathrm{in}]$ |
| SW1-5 | WIRE, 22 AWG AWM UL1007, ORANGE | $140.0[5.5 \mathrm{in}]$ |
| SW1-6 | WIRE, 22 AWG AWM UL1007, WHITE | $140.0[5.5 \mathrm{in}]$ |
| SW1- (+) | WIRE, 22 AWG AWM UL1007, RED | $140.0[5.5 \mathrm{in}]$ |
| SW1- (-) | WIRE, 22 AWG AWM UL1007, BLACK | $140.0[5.5 \mathrm{in}]$ |

** WIRE LEADS PROVIDED ARE DEPENDANT ON THE FUNCTION AND/OR ** ILLUMINATION SELECTED


BOTTOM VIEW SHOWN WITHOUT

WIRING


DPDT ILLUMINATED OPTION SHOWN
LED (+) AND (-) TERMINALS/WIRING ARE NOT INCLUDED ON THE NON ILLUMINATED OPTION

TERMINALS/WIRING 4, 5, AND 6 ARE NOT ON THE SPDT VERSION
$\qquad$


DPDT ILLUMINATED OPTION SHOWN

LED (+) AND (-) TERMINALS ARE NOT INCLUDED ON THE NON-ILLUMINATED OPTION

TERMINALS 4, 5, AND 6 ARE NOT ON THE SPDT VERSION

CIRCUIT S IS SPDT
CIRCUIT D IS DPDT

## pVP SERIES ANTI-VANDAL SwITCH SOcKET

## PVP4 WIRED

Socket

| ADAPTER | WIRE | LENGTH |
| :---: | :--- | :---: |
| SW1-1 | WIRE, 22 AWG AWM UL1007, YELLOW | $140.0[5.5 \mathrm{in}]$ |
| SW1-2 | WIRE, 22 AWG AWM UL1007, BLUE | $140.0[5.5 \mathrm{in}]$ |
| SW1-3 | WIRE, 22 AWG AWM UL1007, GREEN | $140.0[5.5 \mathrm{in}]$ |
| SW1-4 | WIRE, 22 AWG AWM UL1007, PURPLE | $140.0[5.5 \mathrm{in}]$ |
| SW1-5 | WIRE, 22 AWG AWM UL1007, ORANGE | $140.0[5.5 \mathrm{in}]$ |
| SW1-6 | WIRE, 22 AWG AWM UL1007, WHITE | $140.0[5.5 \mathrm{in}]$ |
| SW1- (+) | WIRE, 22 AWG AWM UL1007, RED | $140.0[5.5 \mathrm{in}]$ |
| SW1- $(-)$ | WIRE, 22 AWG AWM UL1007, BLACK | $140.0[5.5 \mathrm{in}]$ |

** WIRE LEADS PROVIDED ARE DEPENDANT ON THE FUNCTION AND/OR ** ILLUMINATION SELECTED


DPDT ILLUMINATED OPTION SHOWN
LED (+) AND (-) TERMINALS/WIRING ARE NOT INCLUDED ON THE NON ILLUMINATED OPTION

TERMINALS/WIRING 4, 5, AND 6 ARE NOT ON THE SPDT VERSION
CIRCUIT S IS SPDT
CIRCUIT D IS DPDT


## PVP SERIES ANTI-VANDAL SwITCH SOcKET

## PVP7 WIRED

## Socket

| ADAPTER | WIRE | LENGTH |
| :---: | :--- | :---: |
| SW1-1 | WIRE, 22 AWG AWM UL1007, BLUE | $140.0[5.5 \mathrm{in}]$ |
| SW1-2 | WIRE, 22 AWG AWM UL1007, BLUE | $140.0[5.5 \mathrm{in}]$ |
| SW1-3 | WIRE, 22 AWG AWM UL1007, YELLOW | $140.0[5.5 \mathrm{in}]$ |
| SW1-4 | WIRE, 22 AWG AWM UL1007, YELLOW | $140.0[5.5 \mathrm{in}]$ |
| SW1- $(-)$ | WIRE, 22 AWG AWM UL1007, BLACK | $140.0[5.5 \mathrm{in}]$ |
| SW1- $(+)$ | WIRE, 22 AWG AWM UL1007, RED | $140.0[5.5 \mathrm{in}]$ |



SPDT ILLUMINATED OPTION SHOWN
LED (+) AND (-) TERMINALS/WIRING ARE NOT INCLUDED ON THE NON-ILLUMINATED OPTION

| ADAPTER | WIRE | LENGTH |
| :---: | :--- | :---: |
| SW1-1a | WIRE, 22 AWG AWM UL1007, BLUE | $140.0[5.5 \mathrm{in}]$ |
| SW1-2a | WIRE, 22 AWG AWM UL1007, BLUE | $140.0[5.5 \mathrm{in}]$ |
| SW1-3a | WIRE, 22 AWG AWM UL1007, YELLOW | $140.0[5.5 \mathrm{in}]$ |
| SW1-4a | WIRE, 22 AWG AWM UL1007, YELLOW | $140.0[5.5 \mathrm{in}]$ |
| SW1-1b | WIRE, 22 AWG AWM UL1007, BLUE | $140.0[5.5 \mathrm{in}]$ |
| SW1-2b | WIRE, 22 AWG AWM UL1007, BLUE | $140.0[5.5 \mathrm{in}]$ |
| SW1-3b | WIRE, 22 AWG AWM UL1007, YELLOW | $140.0[5.5 \mathrm{in}]$ |
| SW1-4b | WIRE, 22 AWG AWM UL1007, YELLOW | $140.0[5.5 \mathrm{in}]$ |
| SW1- $(-)$ | WIRE, 22 AWG AWM UL1007, BLACK | $140.0[5.5 \mathrm{in}]$ |
| SW1- $(+)$ | WIRE, 22 AWG AWM UL1007, RED | $140.0[5.5 \mathrm{in}]$ |



DPDT ILLUMINATED OPTION SHOWN
LED (+) AND (-) TERMINALS/WIRING ARE NOT INCLUDED ON THE NON-ILLUMINATED OPTION

TERMINALS/WIRING 1b, 2b, 3b, AND 4b ARE NOT ON THE SPDT VERSION

CIRCUIT S IS SPDT
CIRCUIT D IS DPDT

