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RED LED
17.10 A
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AVE. FORWARD CURRENT IaF 30" mA
\RQD LED LUMINOUS INTENSITY Iv 0.7 22 mcd
A
5.30 RAY CAP
[.209 in]
% [ O\
[— - — 14.30
I [563in) jJ_E_Lt
8.00 :
2.00 L] [3i5in] [.224 in]
[.079 in] A 15.24
TH_ r A'bgDDE #1.10 [.600 in]
1 || " / [.043 in]
3y
. 3 — +
3 1 +
3.50 o © ©
[.138 in] .90 /.62
' [.035 in] 4.80 [.300 in] 7.62 o
[.189 in] [.300 in]
2.54 | o 2:54 5 1 o
[.100 in] [.100 in] % o ® 0
NOTE: o) .J 7 -
1. ALL DIMENSIONS IN MM [INCH] 5.08 508
2. GENERAL T)O(lS(EXRfil(c):Ez:sx.x=io.4 5 08 40 © © o4 [.200 in] [.200 in]
3. TERMINAL NUMBERS FOR REF ONLY (200 in] 1750 3 4
4. RATINGS: 12mA @ 12VDC w1 ™ [689in] N-O—O
5. CONTACTS: FIXED AND MOVING: = :
COPPER ALLOY W/GOLD PLATE ne—26 0
6. OPERATING FORCE: 170 +/- 50 grams 8 { g €.
7. OPERATING TRAVEL: 2.5MM % 0.5MM CIRCUIT: SPDT
8. A DENOTES CRITICAL PARAMETER. 0
9. OPERATING LIFE: 500,000 CYCLES MIN.
10. CONTACT RESISTANCE: 500HMS MAX (INITIAL) I__ 12.40
11. INSULATING RESISTANCE: 100M OHM MIN [.488 in]
12. OPERATING TEMP.: -10°C TO 60°C
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