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[.689 in] . RED LED
17.20 RED LED PARAMETERS sympoL ["AXo0 1 TYP. | uNITS
- [.677in] "1 .
POWER DISSIPATION PD 80_~ mw
T T AVE FORWARD CURRENT me | 30— mA
1130 1230 PEAK FORWARD CURRENT | 1p¢ | 80~ mA
[.445 In][.484 in] FORWARD VOLTAGE ve o [28 15| 22 v
REVERSE VOLTAGE VR 5_~— Vv
REVERSE CURRENT R 1007 LA
A EMISSION WAVELENGTH AP 695 nm
REEN LED
LUMINOUS INTENSITY Ir T, 22 mcd
N GREEN LED
GRAY CAP PARAMETERS symoL ["AX 2701 TYP. UNITS
POWER DISSIPATION o [100 mw
/ _~—
| AVE FORWARD CURRENT me |30 mA
14.30 oo PEAK FORWARD CURRENT | 1pr  [|120— mA
.563 in 0
[ ] [.484 in] FORWARD VOLTAGE ve |28 1| 22
: L?D REVERSE VOLTAGE VR 5_—~
I “ " /ANODE REVERSE CURRENT R 100 iy
5 08 5 08 2%0 + + EMISSION WAVELENGTH AP 570 nm
. la e - : o
(.200in) [ 15 "7 [.200in]  [.0791n] LUMINOUS INTENSITY I 15.0 mcd
15.24 2.54 6.0
~—1.600 in] - [.100 in] 7.62
NOTE: [.300 in] 15.24
1. ALL DIMENSIONS IN MM [INCH] 2X $1.10 [.600 in] 2.54
2. GENERAL TOLERANCE: X.X=%0.4 [o] [.043 in] [.100 in]
X.XX=%0.25 - 3 L+
3. TERMINAL NUMBERS FOR REF ONLY 40 0 0 o4 —f_ () o O —
4. RATINGS: 12mA @ 12VDC ks o —
5. CONTACTS: FIXED AND MOVING: NO—O 300" ;
COPPER ALLOY W/GOLD PLATE = @) e [.300in] . o -
6. OPERATING FORCE: 170 +/- 50 grams > 1 { 2
7. OPERATING TRAVEL: 2.5MM % 0.5MM = N.C. [} o 4NO—
8. A DENOTES CRITICAL PARAMETER. 2 e . 2.54
CIRCUIT: SPDT [.100 in]
9. OPERATING LIFE: 500,000 CYCLES MIN. RS2t :
10. CONTACT RESISTANCE: 500HMS MAX (INITIAL) H [ 5 08 5 08 6X ©90.00
11. INSULATING RESISTANCE: 100M OHM MIN [.200 in] [.260 in] [3.543 in]
12. OPERATING TEMP.: -10°C TO 60°C i .
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