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RECOMMENDED PANEL CUTOUT
MAX. PANEL THICKNESS 1-6mm
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NOTE:
1. ALL DIMENSIONS IN MM [INCH]
2. GENERAL TOLERANCE: X.X = +0.4
X.XX = +0.25
. TERMINAL NUMBERS FOR REF ONLY
. CONTACTS: BRASS, COIN SILVER, GOLD FLASH
. TERMINALS: GOLD FLASH PLATED
. RATING: 2A 36 VDC
. ELECTRIC LIFE: 200,000 CYCLES
. DIELECTRIC STRENGTH: 2,000 VAC MIN. FOR 1 MINUTE
. CONTACT RESISTANCE: 50mQ MAX. @ 1A 12VDC
10. OPERATING TEMP.: -20°C to 70°C
11.A DENOTES CRITICAL PARAMETER.
A 12 | AMP VOLTAGE: 20mA 2.0V typ.
13. TRAVEL: 1.80mm
14. ACTUATION FORCE: 4.5+ 1.5 N
15. MOUNTING NUT TORQUE: 1-3 Nm
16. INGRESS PROTECTION: IP67, IK10
17. HARDWARE SUPPLIED: O-RING AND HEXNUT

OVooNOUThA~ W

©28.00
[$1.102 in]
©$19.70 A RING ILLUMINATION
[8.776 in] ( ’ COLOR: YELLOW
$15.50 v,
[@.61 in] A ACTUATOR
STAINLESS STEEL
2.0 A BODY
[.08 in]

/ STAINLESS STEEL

P .

19.2+1.0
[.75+.04 in]

|\
/

23.50 FLATS
[.925 in]

l-—

i TPT :
0
—T
.50 — 3.30
[.020 in] \v [.13in]

2.74 |
[.108 in]

4.70
[.185 in]

r 4.70

9.40
[.370 in]

)

TERMINAL 2 TERMINAL 1

(+)

50 ]
[.020 in]

[.185in] 7]

9.40
[.370 in]

REV ECO NO DESCRIPTION

DATE BY

E | ECO-103602 | SV8 SERIES UPDATE

03/05/26 | MR

a
{3 E*SWITCH"®
v

OBJECT ID

000025995

TTLE  SV8F23SS-351

THE INFORMATION CONTAINED IN THIS DOCUMENT IS PROPRIETARY TO

E-SWITCH AND IS NOT TO BE COPIED OR TRANSFERRED

SCALE DATE DR

1:1 11/5/2019 MJR

DWG REV
T880000 E




