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1. INSTALL COMPONENTS INTO LID,
(USE 1553WTS100 #2 X 3/16" PLASTITE
SELF-TAPPING SCREW NOT SUPPLIED.)
TORQUE SCREWS TO 15-20 cN-m [21-28 o0zf-in]

PUSH A 2MM - 6MM OUTER DIAMETER
CABLE THROUGH THE CABLE GLAND.

INSTALL CABLE
GLAND INTO
LID GROOVES.

KIT INCLUDES
1 - CABLE GLAND
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1- CABLE TIE DOWN

2 - #2 X 1/4" SELF - TAPPING SCREW

- CABLE TIE ORIENTATION

OPTION 1
CABLE OD
6mm - 3mm
CABLE 6mm OD
LARGEST GAP

CABLE TIE
BUMP UP
ORIENT CABLE TIE DOWN AS PER
OPTION 1 OR 2, THEN LIGHTLY
TIGHTEN SUPPLIED SCREWS.
SLIDE THE TIE DOWN TOWARDS
CABLE GLAND TO CLAMP WIRE.
THEN TORQUE SCREWS TO
20-25 cN-m. [28-35 ozf-in] CABLEG3Ar;m oD

OPTION 2
CABLE OD
3mm - 2mm

CABLE 3mm OD
GAP

CABLE TIE
BUMP DOWN
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CABLE 1.5mm OD
SMALLEST GAP

4. INSTALL THE BOTTOM HALF OF THE ENCLOSURE TO THE
RECOMMENDED TORQUE OF 15-20 cN-m [21-28 ozf-in]
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SECTION A-A

ACCEPTS A 2MM - 6MM
OUTER DIAMETER CABLE

CABLE GLAND IS MADE FROM FLAME
RETARDANT (UL94-V0) FLEXIBLE TPE &

(UL94-V0) POLYCARBONATE MATERIAL

11.50
[.45]
é
® s
? @
20.00 25.23
[.79] [.99]
! @
D %
@ CABLE GLAND
9!
TIE DOWN
#2 X 1/4" PAN HEAD
SELF-TAPPING SCREW
SECTION B-B

M
4

HAMMOND.

1552C CABLE GLAND KIT|
INSTRUCTIONS
www.hammondmfg.com

REV 18.07.2025



	1552CPGKIT

