DIMENSIONS: PRIMARY SECONDARY
A 3.250" +0.063 :
B 2.360" £0.125 RED
C 1.995" +0.063 BLK
D 2.813" 0.063
G 0.187" +0.015 5263er
RED

240V

50Hz GRN
6.6VCT
GRN/YEL
WHT g 1.05A
GRN

ELECTRICAL DATA:

TESTS CONDITIONS ACCEPTANCE CRITERIA

lex @ 240V, 50Hz, BLK - WHT 73.2mA Max.

Sec. N.L.V | @ 240V, 50Hz, BLK - WHT

RED - RED = | 258.2V 2%
GRN - GRN/YEL = GRN/YEL - GRN =] 3.604V 2%
GRN - GRN =} 7.208V 2%
DCR @ 20°C,BLK-WHT =] 91.17Q +20%

@ 20°C,RED-RED =} 182.6 Q +20%

@ 20°C, GRN-GRN =] 0.233Q +20%

NOTE: ALL LEADS 12.0" LONG MIN.

HIPOT PRIMARY - SECONDARY 2500V, 60Hz, 1 SEC
REV.# REVISION DATE M HA MMOND ELECTRONIC DIVISION
0 RELEASED. D.H. | 01/23/13 52 RANKIN PLACE, PH #(519) 886-6181
1 ADDED CT TO 6.6V WINDING. ci. [osnss | bl MANUFACTURING . WATERLOO, ONTARIO, N2J 3Z5 FAX # (519) 886-9540
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