
GENERALGENERAL SPECIFICA SPECIFICATIONSTIONS

RATING

RESISTIVE
LOAD

MOTOR

TUNGSTEN
LRA/FLA‡

PILOT DUTY

DPST-N.O. &  DPDT
N.O. LOAD

30 AMP
20 AMP

1 HP
3 HP
TV-10
96/22

110/25.3
3 AMP

DPDT
N.C. LOAD

3 A MP
3 A MP

-
-
-
-
-
-

OPERATIONS

6,000
100,000

1000
1000

25,000
30,000

6,000

120/277 VAC
28 VDC
120 VAC
240 VAC
120 VAC
240 VAC

240 VAC

LOAD
VOLTAGE

COIL
      Pull-in Voltage:

      Dropout Voltage:
      Max. Operating Frequency:
      Nominal Power:
      Insulation System:
      Coil Resistance:
      Duty:

CONTACT
      Contact Material:
      Contact Load Ratings:
      Contact Resistance:
      Minimum Load:

TIMING
      Operate Time:
      Release Time:

DIELECTRIC STRENGTH
      Between Open Contacts:
      Contacts to Coil:
      Insulation Resistance:

TEMPERATURE
      Operating:
      Storage:

VIBRATION RESISTANCE
      Functional:

SHOCK RESISTANCE
      Functional:
      Mechanical:

LIFE EXPECTANCY
      Electrical:
      Mechanical:

MISCELLANEOUS
      Operating Position:
      Enclosure:
      Flammability:
      Weight:

c             us
UL Recognized
File No. E43641

DPST-N.O. & DPDT 30 AMPSUL CONTACT LOAD RATINGS TABLE

PHONE: (843) 393-5778  FAX: (843) 393-4123   EMAIL: info@magnecraft.com

MEETS UL 873
AND UL 508
SPACING - (8MM)
THRU AIR,  (9.5 MM)
OVER SURFACE

Note:
‡ FLA = full load amps, LRA = Locked rotor amps.

CLASS 92 FLANGE MOUNT RELAY

STANDARD FLANGE
COVER

OPTIONAL DIN ADAPTER
16-92 DIN-1

1...47

80% of nominal voltage or less for AC coils,
75% of nominal voltage or less for DC coils
10% of nominal voltage or more
14 operations per minute
AC coil: 4.0 VA, DC coil: 1.7W
Class "F" (155˚C)
±10% measured @ 25˚C
Continuous

Silver alloy
See: “UL CONTACT LOAD RATINGS TABLE”
100, 000, 000 @ initial rated current (switched)
N.O. 500 mA @ 12 VAC/VDC
N.C. 100 mA @ 6 VAC/VDC

DC: 15 mS typ. 25ms W/ Bounce
DC: 10 mS typ. 25 ms W/ Bounce

1500 V rms
4000V rms
103 meg Ω min. @ 500 VDC, 25˚C 50% RH

AC coil rectified: -40˚C to +85˚C, DC: -40˚C to +85˚C
-55˚C to +155˚C

0.065 (1.65 mm) double
Amplitude -10 thru 55 Hz

10 g's for 11 mS, 1/2 sign wave pulse with no contact opening>100µs
100 g’s for 11 mS, 1/2 sine wave pulse

100,000 operations @ rated resistive load
5,000,000 operations @ no load

Any
Epoxy sealed immersion cleanable tape sealed plastic cover
94V-O  flammability rating
86 grams approx.

ORDERED  AND SHIPPED SEPARATELY

CLASS "F" INSULATION 155 ̊ C.  

EPOXY SEALED WITH REMOVABLE 

TAPE  SEAL OVER VENT HOLE

 (REMOVED AFTER CLEANING)



OUTLINE DIMENSIONS
DIMENSIONS SHOWN IN INCHES & (MILLIMETERS).

DPST-N.O. & DPDT 30 AMPS

1.36 MAX.
(34.54)

 1.00 ±0.010
(25.40)

2.35 ±0.005
(59.7 ±0.13)

1.485 MAX
(37.72)

 0.25 TYP.
(6.35)

2.7 MAX.
(68.58)

2.06 MAX.
(52.32)

1.10 MAX
(27.94)

1.04 MAX
(26.42)

0.032 TYP
(0.81)

0.090 RED (2.29)
FOR #8 SCREWS

STANDARD
PART

NUMBERS

COIL MEASURED @ 25˚C

DPST-NO
DPST-NO
DPST-NO

DPDT
DPDT
DPDT

DPST-NO
DPST-NO
DPST-NO

DPDT
DPDT
DPDT

W92S7A22-24
W92S7A22-120
W92S7A22-240
W92S11A22-24
W92S11A22-120
W92S11A22-240

W92S7D22-12
W92S7D22-24
W92S7D22-110
W92S11D22-12
W92S11D22-24
W92S11D22-110

24 VAC
120 VAC
240 VAC

24 VAC
120 VAC
240 VAC

12 VDC
24 VDC

110 VDC
12 VDC
24 VDC

110 VDC

     -
     -
     -
     -
     -
     -

86 Ω
350 Ω

7,255 Ω
86 Ω

350 Ω
7,255 ΩDPDT

DPST-N.O.

WIRING DIAGRAM
(VIEWED FROM  PIN END)
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CLASS 92

 NOMINAL
 INPUT

VOLTAGE

NOMINAL
RESISTANCE

(OHMS)

 CONTACT
CONFIGU-
RATION

FLANGE MOUNT RELAY

1...48

AC OPERATED COIL FLANGE MOUNT, 30 AMP

DC OPERATED COIL  FLANGE MOUNT, 30 AMP


